
Integrated Packaging produces Australasia’s most 
comprehensive range of Mulch Films. Our durable and  
high quality films are used to modify soil temperature, 
prevent weed growth, limit moisture loss, and improve 
crop yield. They can be customised to suit your 
requirements for width, length, thickness and colour.

Our coloured films improve the properties of mulch 
for some applications. Black mulch films increase soil 
temperature while black/white films have a cooling 
effect, black silver reflect sunlight and clear mulch films 
encourage early plant development.

Mulch Film

Features & Benefits

• Australia’s widest range of sizes & colours

• Highest quality chemical resistant UV package

• Suitable for all growing and soil conditions

• Excellent value for money

Features & Benefits

• Highest quality chemical resistant UV package

• Increased laying speeds possible

• Excellent puncture resistance

• Superior film longevity & chemical resistance

Features & Benefits

• Creates a gas & oxygen barrier

• Improves safety when fumigating

• Excellent puncture resistance

• Significantly improves effectiveness of 
fumigants and reduces environmental 
impact of gas release 

Xpect conventional 
Utilising the highest quality resins, Integrated Packaging’s X-pect 
range sets the benchmark in mulch film performance. Possessing 
superior opacity and block out properties, it performs well under  
Australian conditions. It is engineered using the highest quality 
chemical resistant UV package available to ensure reliability, right 
through to lifting film at seasons end.

Xpect PLUS
Pre-Stretch mulch film utilises our patented pre-stretching 
technology to attain maximum meterage per roll. X-Pect PLUS 
films continue to tighten on the ground post laying and can be laid 
loose. This makes the film ideal for higher laying speeds without 
having to focus on tension when laying and eliminates billowing.

TIF (Totally Impermiable Film)
Standard PE Mulch films will permeate gas and oxygen at 
approximately 5000 grams per m2 every 24 hours. Manufactured on 
a state of the art 7-layer co-extruder with highly specialised resins, 
this barrier film is of the highest quality and extremely durable. 

TIF barrier mulch film reduces the permeation to less than 15 grams 
per m2 every 24 hours. This significantly increases the effectiveness 
of soil fumigants and their release into the environment.

www.integratedpackaging.com.au 1300 479 727
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